General

Yard number
Basic Functions
Classification

Dimensions
Length o.a.
Beam o.a.
Depth at sides
Draught aft

Tank capacities
Fuel oil

Performances

Bollard pull ahead

Speed

Propulsion system

Main engines
Total power
Gearboxes
Propellers

Engine/Gearbox controls

Steering gear

GMC 1508/1
General purpose workboat, anchor handling
CE

10.00 m
4.05m
1.80m
135m

6.1 m?

1.9ton
7.5 knots

1 x Volvo Penta D7 ATA 225 bhp — 2300 rpm
204 bkW (274 bhp) at 2300 rpm

Twin Disc MG 5050 SC (Red 3:1)

One bronze fixed pitch propellers, 770 mm
diameter, make Promarin

Kobelt, cable type

Powered hydraulic 2x 45°, rudder indicator
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Auxiliary Equipment

Bilge pump SIHI VW20 24 m*/hr at 10 m m.w.g.
Battery set 2x 24 V 200 Ah each

Deck lay-out

Anchor 48 kg Pool (High Holding Power)
Chain 10 m short link, 13mm U2/Q2 (Class)
Deck crane 1,6 ton at 8,4 mtr

Deck winch Kraaijeveldt, pull 7.5 ton at 5 m/min
Bow roller SWL 17 ton

Accommodation
Wheelhouse with dashboard and settee.
Below deck a store is arranged.

Nautical and communication equipment

Searchlight Den Haan 170 W 24 V
Horn Ongaro

GPS Navigator Furuno GP-32

VHF Sailor 6248

Complete vessel on stock
*Picture shows an Artist Impression
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