General
Yard number
Basic Functions
Classification
Painting

Dimensions
Length o.a.
Beam o.a.
Depth at sides
Draught aft
Scantlings

Tank capacities
Fuel oil

Performances
Bollard pull ahead
Speed

Propulsion system
Main engines
Total power
Propellers
Propeller diameter

GMC 0904

Towing, pushing, dredging support

Optional
Hempel paint system

12.00 mtr
6.00 mtr
1.80 mtr
1.40 mtr

Hull plating 10 mm
Sheerstrake 30 mm
Deck plating 10 mm

14 m?

5.0 ton(m)
7.0 knots

2x Volvo Penta
332 kW

2x 4 blade fixed pitch propellers

900 mm
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Auxiliary Equipment

Fuel oil system Duplex filters

Battery set 2x 24V 200 Ah

Bilge pump SIHI VW 20, 24 m3/hr at 14 mwg
Fuel/cargo transfer option

pump

Generator set option

Cooling system Closed cooling water system

Deck Equipment

Anchor winch Hand operated
Deck crane 21t/m
Anchor handling winch* option
Bow roller option
Towing Hook* option

Accommodation

The wheelhouse is completely insulated and finished with durable modern lining, acoustical
Dampa ceiling, synthetic floor and is equipped with dashboard, time clock, @ settee, air-
conditioning and @ heating. Windows are fitted in aluminum frames.

Nautical and communication equipment
Searchlight, Horn, radar system (Optional equipment), GPS, Compass (Optional equipment),
Echo Sounder (Optional equipment), VHF

Complete vessel on stock
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