General
Yard number
Delivery date
Basic functions
Classification
Flag

Dimensions

Length o.a.

Beam (incl. Fenders)
Depth at sides
Draught aft
Displacement

(98% consumables)

Tank capacities
Fuel oil

Performances (Trails)
Bollard pull ahead
Speed

Propulsion system
Main engines
Total power
Gearboxes
Propeller

Rudders

Steering gear

BNO1

On stock

Towing, mooring and pushing
NBKB

Netherlands

10.00 m
3.35m
1.40m
1.25m
6.5 ton

3.3 ton(m)
11.9 knots

2 x Volvo Penta D3

300 bhp at 3000

2 x 2F series

2 x Kaplan Il fixed pitch propellers

2 x streamlined, double plates
Powered-hydraulic 2x 45°, with rudder indicator
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Auxiliary Equipment
Alternator 24V
Battery sets

Alarm system

Fuel oil system
Cooling system
Ventilation

Deck lay-out
Anchor

Push Bow
Liferaft
Fendering

Accommodation

2x 80A main engine driven

2x 24 V 200 Ah ( with changeover), 2 x 24 V, 125 Ah
Engines, gearboxes

Duplex filters, water separators + SOS valve

Closed cooling system

Mechanical ventilation in E.R. 6000 m3/hr

1 x 40 kg Pool (HHP)

Cylindrical rubber fender @ 380 mm

On top deck

Continuous rubber D-fender around hull 150x150mm,
W-fendering around push bow

The accommodation is completely insulated and finished with durable modern livings,
acoustical ceiling in the wheelhouse and a floating floor. Windows are fitted in aluminum

frames.

Nautical and communication equipment

Searchlight
Horn

VHF
Hand-held
AlS

Pesch 250 W

Ibuki ESO

1 x Sailor Compact 6222 DSC, 25 W
1x Jotron TR-20

Furuno FA-150
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